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LOUVER PROTRUSTION CHART

(Add panel thickness and louver protrusion to determine required depth for inside mount installations.)

Louver Blade Panel
Width Thickness Stile Protrusion
3/4" L 3/4"
1-5/8" 1-1/4" S 3/8"
1-1/4" T 3/4"
1-1/4" M 3/4"
3/4" L 7/8"
1-1/8" U 7/8"
1-3/4" 1-1/4" S 12"
1-1/4" T 7/8"
1-1/4" M 7/8"
3/4" L 1"
2-3/16" 1-1/4" S 5/8"
1-1/4" T 1"
1-1/4" M 1"
3/4" L 1-1/8"
1-1/8" U 1-1/8"
2-1/2" 1-1/4" S 7/8"
1-1/4" T 1-1/8"
1-1/4" M 1-1/8"
3/4" L 1-5/8"
1-1/8" U 1-5/8"
3-1/2" 1-1/4" S 1-1/4"
1-1/4" T 1-5/8"
1-1/4" M 1-5/8"
3/4" L 2-1/4"
1-1/8" U 2-1/4"
4-1/2" 1-1/4" S 1-3/4"
1-1/4" T 2-1/4"
1-1/4" M 2-1/4"
5-1/2" 1-1/4" S 2-3/8"
Antebellum
3/4" L 12"
1-1/8" U 9/16"
1-1/4" 1-1/4" S 3/16"
1-1/4" T 9/16"
1-1/4" M 5/8"
Traditional
3/4" L 5/8"
1-1/4" 1-1/8" U 5/8"
1-1/4" T 5/8"
Light Shapers #7
1-1/4" S 1/4"
1-1/4" 1-1/4" M 9/16"




